
ORDER DEPARTMENT OF TRANSPORTATION 
FEDERAL AVIATION ADMINISTRATION 

su 8J: MEDIUM IXESSITY APPROFM LIGHTING SYS'I"E1 THESHOID LIGHTING BACKFIT 

1. WNQSE. This order d i r ec t s  the use of the following standard drawing 
for  the i n s t a l l a t i on  of threshold l ight ing i n  exist ing d i m  intensi ty  
approach l ight ing system (b1ALS) without threshold l ight ing.  

Date - T i t l e  - 
11/19/80 Medium Intensi ty  Approach Lighting 

System Threshold Lighting - Backfit 
E lec t r ica l  System Layout and It'iring 

2 .  D I m V T I O N .  This order is d i s t r i h t e d  to branch leve l  in Airway 
F a c i l i t i e s  Service; to divis ion leve l  in Logistics,  System Research and 
Developnent, and Air Traf f ic  Services, Office of the Associate Administrator 
f o r  Auprts,- and the Office of Fl ight  Operations in Washington headquarters; 
hranch 1 e v e l . h  the . regional  Airway F a c i l i t i e s ,  lu-prts, Flight StandarFs, 
and Air Traf f ic  divisions (except Am); and to the Director, FAA Technical 
Center, and the Aeronautical Center. 

3. BFLXGFOUND. Pr ior  to the FY-79 MALS program the h W ; S ,  M i u r n  intensi ty  
approach l igh t ing  systems with sequenced f lashers  (MUSF), and rrediurn 
in tens i ty  approach l igh t ing  system with runway alignment indicator l i gh t s  
(MALSR) were installed without threshold l ighting.  Threshold l ight ing 
was added to the MALS to ccmply with International C iv i l  Aviation 
Organization (ICPD) criteria fo r  l igh t ing  the threshold on approach 
l ight ing systems. 

4 .  APPLICIXTION. Drawing D-6205-1 shall be used. f o r  threshold l ight ing 
electrical ins td l la t ions  when backfi t t ing MALS, MAI;SF, or MALSR w i t h  
threshold l ighting.  

5. DEVIATION FR3l STANDAFD. No deviation f r a n  the staradard is authorized 
w i W t  the pr ior  approval of the Director, Airway F a c i l i t i e s  Service, and 
the Director, Office of F l igh t  Operations. Dimensional e r ro r s ,  
discrepancies, or suggestions fo r  mxlification or addit ional d e t a i l s  should 
be lPought to the  a t ten t ion  of the Chief, Environrrental Systms Division, 
AAF-500, Airway F a c i l i t i e s  Service. 

6. CORRECTIONS TO STANDARD. Corrections t o  the standard may k made by the 
Director, Airway F a c i l i t i e s  Service, without fur ther  regional o r  i n t e r sewice  
coordination. These may include misspellings, corrections of dimnsional  
errors, and rrcdification, a d d i t i o n ,  o r  delet ion of minor de ta i l s .  

Dlstrlbut'on: A+Q(AF) -3; A-W(LG/RD/AT/AS/RP/PP/ED) -2; Initrated By: AAF-530 

A-X !AF/AS/FS/AT)-3 (except AEU) ; A-YZ-1 



7 .  DISIPIBVTICX% OF 3IiFJiCI'GS. One reprcducible copy of each drawing i s  
k i n 9  forwarded to each regior, (except ABJ), Attention: Chief, &inmy 
Facilities Division; FAA Technical Center; and t w  copies of each drawing 
to the Zeronautical Center, Attention: Chief, FFA Dept. Pdditional 
copies m y  k obtained frm the Afhmistrative S t a f f ,  m a y  Facilities 

. . 

Director, A u w a y  ~acill?des Service 
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